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a b s t r a c t
Suitable instrumentation for laser-accelerated proton (ion) beams is critical for development of inte-
grated, laser-driven ion accelerator systems. Instrumentation aimed at beam diagnostics and control
must be applied to the driving laser pulse, the lasereplasma that forms at the target and the emergent
proton (ion) bunch in a correlated way to develop these novel accelerators. This report is a brief overview
of established diagnostic techniques and new developments based on material presented at the ﬁrst
workshop on ‘Instrumentation for Diagnostics and Control of Laser-accelerated Proton (Ion) Beams’ in
Abingdon, UK. It includes radiochromic ﬁlm (RCF), image plates (IP), micro-channel plates (MCP),
Thomson spectrometers, prompt inline scintillators, time and space-resolved interferometry (TASRI) and
nuclear activation schemes. Repetition-rated instrumentation requirements for target metrology are also
addressed.
 2013 Associazione Italiana di Fisica Medica. Published by Elsevier Ltd. All rights reserved.
Introduction
Interest in laser driven proton (and ion) acceleration continues
to be strong, with a potentially diverse range of applications. For
medical applications the development of laser-accelerated proton
[1] irradiation systems has been reported. The EURONNAC network
(coordinated by CERN) has been set to explore potential cross-
breeding between conventional and laser-acceleration. We note
that two funded ELI (Extreme Light Infrastructure) sites (in the
Czech Republic and Romania) are using laser-accelerated protons as
a strong feature of their infrastructures for science and applications.
The Czech ELI site includes the “ELI-MED” structure that is devoted
to exploring medical applications of laser-driven proton beams.
Radioisotope production represents another potential medical
application [2]. However, many fundamental signiﬁcant challenges
remain for development of laser-accelerated proton (ion) beams if
they are to be applied to ion beam radiotherapy [3].
Many other applications are of signiﬁcant interest such as high-
resolution proton radiography [4]. Applications to nuclear re-
actions, as probes for high-energy density states, and laser-
accelerated proton sources are being considered in general [5].
For example, the potential for laser-driven high-brightness
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injectors in advanced accelerators (hybrid scheme for laser-driven
accelerator system) is also considered [6]. Laser-accelerated pro-
tons can be applied to interrogations of sensitive material and
generation of warm dense matter. Many of these applications will
require well-diagnosed beams capable of controlled reliable de-
livery. We refer to the laser-driven facility as an integrated laser-
driven ion accelerator system (ILDIAS). This review addresses
ILDIAS instrumentation. It is not intended to cover all instrumen-
tation but is based on material presented at the ﬁrst workshop on
‘Instrumentation for Diagnostics and Control of Laser-accelerated
Proton (Ion) Beams’ in Abingdon, UK. Understandably, medical
applications requiring millimeter spatial accuracies may present
the most stringent requirements [3]. For example, laser-driven ion
beam radiotherapy (L-IBRT) will require stable, reproducible proton
(ion) beams for deep-seated tumours at 250MeV/u ormorewith an
energy spread typically less than 1%, dosimetry accuracy of a few
percent (the legal requirement in many countries being less than
2%), prompt noninvasive instrumentation, spot-scanning delivery
to the tumour and demanding radiation protection controls [7]. Key
enabling technologies must be developed to realise a laser-driven
accelerator beamline. For source (laser plus target) development
the importance of laser and target advancement is clear in lasere
plasma interaction studies. Energetic proton yields explore the
laser-target parameter space. Beyond source studies, the develop-
ment of suitable instrumentation and beam lines that can exploit
the unique features of laser-accelerated proton bunches (notably
the very large ‘at source’ angular divergence, broad spectral emis-
sion and high peak current) is critical and timely. Instrumentation
enables monitoring and control of proton beam characteristics to
understand, verify and optimise machine performance. We will
ultimately need to correlate diagnostics of each laser pulse with
those of the plasma and the emergent proton bunch that are
uniquely attributed to each laser pulse.
We therefore require detection with single bunch resolution in
space and time. Diagnostics must be implemented at the opera-
tional repetition-rate. Where possible, instrumentation should be
noninvasive. However, laser-driven proton detection must be more
robust than that of conventional ion accelerators due to the high
peak current (high bunch charge of short duration) and the hostile
detection environment near the source (laser target).
This report covers the following methods: radiochromic ﬁlm
and image plate detectors (Section 2), prompt inline diagnostics
with beam proﬁle scintillators and pixilated detectors (Section 3),
Thomson spectrometers (Section 4), noninvasive correlated
detection with time and space-resolved target interferometry
(Section 5), diagnostics using nuclear activation (Section 6) and
special ‘targetry’ diagnostic issues (Section 7).
Ion detection with post-processing e radiochromic ﬁlm and
image plates
Laser acceleration of ions (protons and heavy ions) is currently
investigated using repetition-rated small and medium sized laser
systems (pulse energy w 0.1e10 J) which operate at moderate
repetition-rates and using larger systems at higher energy (pulse
energy up to 500 J) which are typically limited to a single shot
operation mode. For a precise analysis of generated secondary
particle beams it is mandatory, especially for the larger laser sys-
tems, to obtain complete information about the particle bunch
conditions (the so-called phase space) following target irradiation
by a single laser pulse. Of primary interest is the measurement of
ion species, source size, divergence, transverse emittance as well as
the spatial and energy resolved ion distribution. As radiochromic
ﬁlm and image plates are not sensitive to the ion species apart from
the speciﬁc energy deposition, heavy ions can only be distinguished
from protons by the Z2 dependence of stopping power. Thus heavy
ions are usually stopped within the ﬁrst layers of detector stacks.
Because the most powerful laser systems can generate a signiﬁcant
electromagnetic pulse, which can interfere with sensitive elec-
tronics sufﬁciently close to the experiment, ﬁlm detection has been
demonstrated as a valuable diagnostic because it is not sensitive to
such electromagnetic noise. Electrons and X-rays on the other hand
do expose the detectors, causing a dilute signal background.
However, because of the very different energy deposition in
consecutive layers, this contribution can be identiﬁed and
accounted for.
Radiochromic ﬁlm
In general, the energy deposited by particles penetrating one or
more layers of the ﬁlm detector is recorded and, precise calibration
granted, the 2D image of the particle distribution can be obtained. If
multiple ﬁlms are stacked, each of them records the deposited
energy and thus an energy resolved measurement (referred to as
radiochromic ﬁlm imaging spectroscopy) is possible [8]. Aspects of
RCF calibration have been reported. For example, RCF has been
calibrated with a microdensitometer for protons [9]. Information
about differences in RCF analysis with different scanner types is
available [9e11] and proton energy dependent dose correction
factors in RCF have also been reported [12]. Protons of lower en-
ergies are stopped in the upstream layers, whereas protons with
higher energies penetrate through and are stopped in ﬁlms further
downstream in the stack (Fig. 1). So, an energy bin, corresponding
to an average proton energy, can be primarily attributed to each
ﬁlm. Although the fraction of the deposited energy of the pene-
trating high-energy protons can be minor (relative to the main
Bragg-peak deposition) it still must be considered. The energy
resolved proton distribution obtained from the ﬁlm stack com-
pletes the beam reconstruction.
Processing RCF data
Radiochromic ﬁlm (RCF) is a blue tinted plastic ﬁlm (or yellow
for EBT ﬁlm), with a self-developing active layer which colourises
upon exposure to ionising radiation. The active layer of RCF is made
of an organic monomer which undergoes polymerisation upon
irradiation. The polymer product exhibits signiﬁcant optical ab-
sorption (darkens) and the colour is determined by the absorption
spectrum of the polymer molecules. The degree of colouring is
measured in terms of the ﬁlm’s optical density (OD): the reduction
in the intensity of light that can be transmitted through the ﬁlm. A
crucial requirement of any ﬁlm used for dosimetry is a known
relation between the OD and the dose absorbed by the ﬁlm. We
deﬁne OD in terms of the fraction of light transmitted as follows:
OD ¼ log10ðI0=IÞ (2.1)
where I0 is themaximum light intensity without ﬁlm, and I the light
intensity transmitted through exposed ﬁlm [13]. When using a CCD
scanner, the pixel value for a particular colour channel (or grey-
scale) is used as I. The relationship between OD and dose is usually
near linear in the main range of operation. RCF can provide an ac-
curate two-dimensional (2D) map of absorbed dose, with sub-mm
spatial resolution and, depending on the ﬁlm type, possibly down
to the microns level. The radiochromic medium, in appropriate
quantities and forms, can be used for a wide dose range, typically
from 103 Gy up to 104 Gy and this makes it attractive for many
practical areas of radiation dosimetry.
For RCF that turns blue upon irradiation, the active layer has an
absorption peak in the red region of the visible spectrum. By ana-
lysing the ﬁlmwith red light, it is therefore possible to increase the
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sensitivity of the measurement. The highest OD change per unit
dose can be measured by using monochromatic light at the ab-
sorption peak wavelength, and it is possible to alter the dynamic
range of the ﬁlm by carefully selecting other visible wavelengths or
using the green and blue channels of a white light scanner. The
former method normally requires a scanning densitometer which
is considered to be a slow and expensive method of digitising the
ﬁlm. However, cheaper commercial charge-coupled device (CCD)
scanners have proved to be adequate if careful considerations are
made. Many variables, such as temperature, UV light exposure,
non-uniform light ﬁelds and polarisation effects can all have sig-
niﬁcant negative effects on the reproducibility and accuracy of RCF
analysis [10,14]. However with careful control and correction pro-
tocols, the performance of the most widely used type of RCF, Gaf-
Chromic ﬁlm, has been found to be sufﬁcient not just for
experimental dosimetry but for clinical veriﬁcation of radiotherapy
treatment. GafChromic ﬁlm is available as HD-810, MD-V2-55
and EBT. Their nominal suitable dose ranges are 0.001e8 Gy for EBT,
2e100 Gy for MD-V2-55 and 10e400 Gy for HD-810 [15]. The
elemental constituents of each ﬁlm are slightly different, which
may have important effects for the calculation of proton energy loss
(Table 1).
In the environment of mixed charged particles and photon
irradiation ﬁelds, these dosimetry ﬁlms measure radiation dose
which for a similar particle ﬂuencewill bemainly dominated by the
ions, because their stopping power is higher compared to other
particles or radiation being generated during the experiment
(e.g. electrons, or X-rays). According to the manufacturer RCF has a
spatial resolution of more than 104 dots per inch (dpi) or less than
2.5 mm. Due to its thickness RCF (a few 100 mm typically) has mostly
been used for proton beams. The stopping power of heavier ions
scales with Z2 (Z is the ion charge). Therefore heavier ions at en-
ergies available today from laser sources are usually stopped in the
ﬁrst layer.
Nearly complete (90%) ﬁlm colourisation appears within milli-
seconds after irradiation. However, further incremental colour-
isation occurs during the next day or more and it cannot be
neglected. Consequently, it is recommended to read in the ﬁlms for
OD determination no sooner than 2 days after exposure (we note
that the manufacturer recommends a waiting time of only 24 h for
EBT and EBT2 ﬁlm).
However, some groups also have used the transmission ﬁlm
scanner Microtek ArtixScan 1800f instead of a densitometer to scan
larger ﬁlms faster with the same accuracy. More information about
differences in RCF analysis with different scanner types can be
found in Refs. [9e11]. The scanner calibration has been done with a
grey scale wedge to convert the raw data into optical density (OD).
The ﬁlms were scanned with a resolution of 500 dpi and a dynamic
range of 16 bit grey scales. The same scan parameters are used for
both the calibration and the experiment in order to have the same
conditions. This scanner could read ODs up to 2.5, the saturation
value. Then conversion of OD into deposited proton energy requires
a calibration of the RCF sensitive layer using accurately measured
proton doses. Usually such calibration has been done by different
groups using conventional proton accelerators. During the last few
years the chemical composition and also the thickness of the RCF
sensitive layer have been changed by the manufacturer. This means
that ideally a separate calibration for each type and production
code is necessary. In addition to the effect of the composition dif-
ference the data differ from scanner to scanner so that no universal
calibration curve for the RCF exists.
Radiochromic ﬁlm imaging spectroscopy
In many applications related to laser-accelerated protons it is
mandatory to characterise both the spatial and spectral proﬁles of
Table 1
Nominal atomic abundances in the active layers of GafChromic ﬁlm, based on data
received from ISP and not from direct measurement. HD-810 and MD-V2-55 are
combined because they have exactly the same composition.
GafChromic model % Atomic abundances
C H O N Li Cl Na S Br
EBT 28.22 56.89 5.61 5.68 1.66 1.51 e e e
EBT2/EBT3 29.61 58.33 10.79 0.06 0.82 0.19 0.11 0.03 0.06
HD-810/MD-V2-55 29.14 56.80 7.12 6.94 e e e e e
Figure 1. Sequence of RCF ﬁlms exposed to a proton beam driven by the PHELIX laser facility. The numbers correspond to the respective endpoint energies and represent the
deposited dose mainly caused by the prominent energy deposition at the end of the particle range (Bragg-peak).
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the proton beam. Stacking radiochromic (dosimetry) ﬁlms
enable this. This technique is sometimes referred to as radio-
chromic ﬁlm imaging spectroscopy (RIS), and is described for
example in F. Nürnberg et al. [8]. A variation of this approach in-
volves the use of structured targets. With the help of micro-
structured target foils and ﬁlm detectors in a stack conﬁguration
it is possible to specify more proton beam parameters, with energy
resolution and high spatial resolution. Micro-corrugations on the
foil rear surface generate beamlets in the laser-accelerated proton
beam. These perturbations in momentum space of the protons are
embedded in the expansion of the beam to a point where the
divergence angles originating from different microgrooves are well
separated from each other. This is observed as a contrast pattern or
image in the RCF detector. This effect is called microfocusing [16e
18]. Therefore the proton beam maps the rear surface structure of
the foil onto the ﬁlm detector. Due to deviations of the mapped
image in the detector from the ideal image of the inserted grooves
in the target, information about the transverse emittance and the
size of the source for proton emission can be extracted. The sym-
metry and the divergence can also be determined by the imprint in
the ﬁlm. Details about this technique can be found in Ref. [8].
From a stack of RCF it is possible to deconvolve the initial proton
spectrum and also resolve angular distributions of proton energy.
Signal due to extraneous radiation (i.e. X-rays and electrons) re-
quires some method of distinction and exclusion which is usually
done by measuring the residual signal beyond the range of the
highest energy protons. Several methods of RCF spectroscopy have
been published [8,9,19,20] and the proton stopping powers for the
various layers of RCF are often obtained using the SRIM program
[21]. A proton spectrum measured with the TARANIS laser at
Queens University Belfast is shown in Fig. 2.
Maximising dynamic range of radiochromic ﬁlm with novel
scanning techniques
With a limited number of shots available at leading high power
laser facilities, it is important to maximise the amount of data
extracted from each ﬁlm. This section outlines a novel method of
increasing the recoverable dynamic range of RCF, extracting useful
data which was previously unobtainable. Here we deﬁne dynamic
range as the difference between the highest and lowest ﬂux that
can be measured (above the noise level), maintaining a monotonic
relationship.
As stated previously, when RCF is exposed to high dose, gener-
ally the polymerisation reaction turns the ﬁlm darker. However it is
observed in practically every region of the spectrum that there
exists a threshold above which the ﬁlm’s response is not a mono-
tonic function of dose. Above this threshold dose the RCF optical
density begins to decrease, making the ﬁlm appear lighter in shade
and so here a speciﬁc value of absorbed dose cannot be given using
this technique.
Many laboratories use ﬂat bed transmission scanners to analyse
standard RCF. Here, pixel values of the scanned ﬁlm can be cali-
brated to an individual scanner and converted to an optical density
for each pixel. In this method care must be taken to ensure that a
correction factor is introduced to account for any discrepancy be-
tween the optical density measured and a ﬁlm’s true optical den-
sity. This can be done using ﬁlters of known optical density. Flat bed
scanners can also suffer from cross talk and this effect must be
calibrated if small features are being examined. Calibration curves
for RCF analysis using this method have been shown to be effective
in the approximate range of 40 Gy to 2 kGy when scanning in
greyscale [8].
By adopting a multichannel approach to the analysis of higher
sensitivity RCF it has been shown that the dynamic range of dose
measurement can be increased [22]. Here we report ﬁndings with
similar general trends for GafChromic HD-810 ﬁlm. It should be
noted that due to the inherently different sensitivities of the ﬁlms
we focus here on a dose range that is more than two orders of
magnitude greater than the doses reported in Ref. [22].
In this technique the ﬁlms are scanned in full colour and the
images are post processed into their component red, green and blue
channels. The three colour channels have different responses to
dose as shown in Fig. 3 and this difference in response can be used
to optimise and maximise the dynamic range of the ﬁlm when
scanned with a ﬂat bed scanner. In Fig. 3 it can be seen that for the
red channel a small increase in dose results in a larger increase in
optical density, while becoming multi-valued at doses near
2000 Gy suiting the red channel to lower dose dosimetry. The blue
channel is least sensitive and remains monotonic up to about
30 kGy, making this channel appropriate for more highly exposed
ﬁlm. The green channel behaves similarly to the greyscale and is
suitable for use up to about 2 kGy, agreeing well with previous
work [8]. When the three channels are combined they can be used
to measure dose in the approximate range, 0.5 Gy to 30 kGy when
using HD-810 RCF.
In laser plasma experiments it is not unusual for the ﬁrst RCF
layers of a stack to be very highly exposed because they interact
Figure 2. Proton spectrum from the TARANIS laser deconvolved from the depthedose
proﬁle measured with an RCF stack.
Figure 3. The optical response of GafChromic HD-810 radiochromic ﬁlm when scan-
ned using multiple colour channels and greyscale.
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with a large number of lower energy protons produced during such
an interaction. Such ﬁlms are commonly found to be above the ﬂat
bed scanner range even in the blue channel when using this three-
channel technique. In an attempt to identify a region of the spec-
trum where it may be possible to recover dosimetric information,
RCF was exposed to a controlled dose that was increased up to
200 kGy using the cyclotron source at the University of Birming-
ham. By scanning the RCF ﬁlms in a Shimadzu UV-1800 spectro-
photometer a region of interest was found in the UV part of the
spectrum around 300e350 nm. Here the optical density scales well
with dose across the full dose range up to and including 200 kGy
(Fig. 4 shows the curve for HD-810). The maximum measurable
dose in the UV regionmaywell exceed this value but we are unable
to verify this. By analysing the spectrophotometer scans it is clear
that in the UV we have identiﬁed a region of the spectrum where
the dynamic range of RCF can be increased by almost an order of
magnitude compared to that previously obtainable using the three
colour method. These twomethods may complement each other to
afford dose measurement ranging from a few Grays to hundreds of
kiloGrays.
Low energy limitation for radiochromic ﬁlm
Reference has been made to the main limitation in the use of RCF
for accurate proton dosimetry. It is the reduction in the response of
the ﬁlms for very low energy protons due to fundamental in-
teractions of charged particles with matter. For high energy ions, the
dominant interaction at almost all relevant energies from laser
sources and for radiotherapy is Coulombic energy loss with atomic
electrons. However, at low ion and proton energies, the higher linear
energy transfer (LET) of these particles means that close to a particle
track, the microscopic dose exceeds the dose range of the ﬁlm. In
essence, the polymerisation is locally saturated and so a portion of
the energy deposited is not converted to a measurable signal. Rela-
tively little attention has been paid to quantifying the energy
dependence of the ﬁlms to protons or ions until recently. The ﬁrst
attempt tomeasure an explicit dose-correction factor as a function of
proton energy in the literature was by Piermattei et al. [23] exam-
ining MD-55. The measurements in Refs. [24,25] show an under-
response of MD-55 between 5 and 20% for protons in the Bragg
Peak region, depending on the initial energy of the beam. Kojima
et al. [26] irradiated DM-1260with a variety of ion species between 3
and 45 MeV/u and concluded that the higher the particle LET, the
more signiﬁcant the under-response. Martisíková and Jäkel [12] have
found for EBT a large under-response of 25e35% for carbon ions
between 100 and 400 MeV/u and no under-response at all for pro-
tons down to 50 MeV.
For the proton energies encountered in currently available laser
sources, this energy dependence is clearly of some importance.
Kirby et al. [27] have made detailed measurements using a
cyclotron-produced proton beam, and have characterised the
change in response of MD-55 and EBT with proton energies. Their
measurements reveal a number of important points: a) bothMD-55
and EBT show a consistent “ﬂat” energy response for protons above
approximately 5 MeV (EBT) and 8e10 MeV (MD-55), and b) below
these energies, the response drops to around 60% of its higher
energy value.
The consequences of this reduction in energy response have
been explored in detail [20] for the low energy protons emitted in
experiments at the TARANIS laser at Queens University Belfast. A
correction methodology has been derived which allows a more
accurate measure of the true proton spectrum to be recovered,
resulting in signiﬁcant changes especially in the low energy part of
the spectrum, and increases in the estimated total proton yield by
about 50% [20].
Image plate (IP)
Image plate (IP) is made of phosphors with phosphorescent
properties which can release the stored energy in a de-excitation
(over a few hours). The IP is fabricated depositing BaFX:Eu2þ
(X ¼ Cl, Br) crystal grains on a polyester support ﬁlm [28]. When
photons or charged particles are incident on the IP, the electrons are
promoted from Eu2þ to a meta-stable state where they remain
trapped into the lattice defects. The energy stored in the IP can be
retrieved by stimulating the excited meta-stable state. The stimu-
lation can be done by photons, and then the energy is released as
light and called photo-stimulated luminescence (PSL). The IP is read
using a scanner. The surface of the IP is scanned by a laser diode that
de-excites the meta-stable state generating UV light which is read
by a photo-multiplier tube (PMT) and then converted into an
electric signal. The output signal of the PMT is proportional to the
light illuminating it. The signal is digitised by an analogue-to-dig-
ital converter (ADC) and an algorithm in a 16 bit discrete number.
Thus, this quantisation allows storage of the signal in a 16 bit
format, in which each pixel represents a scanned position on the IP
surface. The IP has very high dynamic range, high sensitivity to the
stimulating radiation and its response is linear [29]. Once used, the
IP can be erased by exposing it to intense light for at least 15 min
and thus it can be used multiple times. Image plates can be used for
detection of X-rays, neutrons and ions. However, because theymust
be scanned to retrieve the signal following exposure, they do not
provide online measurements.
The properties of IPs (for example their sensitivity, dynamic
range, detective quantum efﬁciency (DQE) and linearity of
response) have been investigated over energy ranges relevant to
medical applications [30e32], small-angle X-ray scattering exper-
iments [20,33] and neutron detection [34,35]. In the context of
lasereplasma interaction experiments where broad energy spectra
are typically observed, the response of IP to ions over awide energy
range is important. The response of the image plate detector to
laser accelerated protons up to 20 MeV is shown in Fig. 5 (left) [36].
The IP response to laser accelerated carbon ions with energies from
w6 MeV up to 40 MeV has been measured [37] by cross-calibration
with CR-39 [38] and is shown in Fig. 5 (right). The response to C6þ is
maximum at w27 MeV.
Prompt inline diagnostics
For the last ten years the ﬁeld of laser-accelerated ions has relied
heavily on single use, passive imaging media such as radiochromic
ﬁlm (RCF), and CR-39 nuclear track detectors for high energy ion
Figure 4. Optical transmission of GafChromic HD-810 radiochromic ﬁlm as a function
of absorbed dose for multiple wavelengths.
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detection. However, the advent of ultra-intense, high repetition-
rate laser facilities requires new techniques for in-situ ion detec-
tion capable of recording data for thousands of consecutive shots.
Furthermore, for future radiotherapy with laser-accelerated ion
beams, quantitative real-time detection is an essential prerequisite.
Ion beam proﬁles using scintillators
A scintillator-based diagnostic can spatially resolve the trans-
verse proﬁle of an ion beam over a number of speciﬁed energy
ranges. By placing multiple sheets of organic (polyvinyltolouene
based) scintillator in the beam path, the lowest energy ions are
stopped in the ﬁrst sheet, and higher energies are stopped in
subsequent sheets. The collected optical signal is relayed from the
interaction chamber, subsequently ﬁltered into component wave-
lengths and imaged with a gated, intensiﬁed CCD camera (Fig. 6-
left). By choosing a set of scintillators that emit light over different
wavelength regions, a single collection optic can be used to record
transverse beam proﬁles for two or more ion energy ranges (Fig. 6-
right). The signals are separated just in front of the CCD by using
one or two Fresnel biprisms in conjunctionwith two or four optical
ﬁlters in order to produce multiple images, and hence beam pro-
ﬁles, on one CCD chip. The ability to closely monitor the beam
pointing, ﬂux and emittance for each proton (ion) bunch is essential
if laser-driven ion sources are to be used for applications where
shot-to-shot reproducibility is of critical importance.
A conventional RCF stack (see Section 2) offers higher spatial and
spectral resolution, but re-useable plastic scintillators signiﬁcantly
increase the data acquisition rate while offering near-instantaneous
single bunch feedback. However in order to become viable as an
imaging medium, the scintillator light emission needs to be char-
acterised over a range of proton energies and ﬂuxes.
Results discussed here are based on tests with four scintillator
types: BC-408 and BC-422Q from Saint-Gobain crystals and EJ-260
and EJ-264 from Eljen Technologies. The emission spectra of each
scintillator were measured by illuminating a sample with a mon-
oenergetic proton source where the light was recorded with an
Ocean Optics spectrometer. Figure 7 shows the optical emission
spectra. Overlap of emission wavelengths poses a problem for
complete isolation of signals from each scintillator. To overcome
this a combination of optical ﬁlters, inside the scintillator stack and
in front of the CCD cameras, can be used to resolve blue, green and
orange portions of the scintillation spectra (assuming a simple,
three colour system). Hence three distinct beam proﬁles can be
obtained, yielding valuable information about beam ﬂux and
divergence over three energy windows.
The scintillation process and subsequent optical transport must
be characterised for absolute calibration of the proton beam pro-
ﬁler. With proper calibration, this diagnostic can potentially func-
tion as an in-situ proton calorimeter, measuring total beam ﬂux
over a range of proton energies. The optical response of each
scintillator was tested using two monoenergetic proton sources;
the University of Birmingham cyclotron and the Ion Beam Centre at
the University of Surrey where 0.25 MeVe28 MeV protons were
used. Figure 8 shows the proton energy dependent optical response
for the BC-422Q plastic scintillator. The light output level was
nonlinear for the energies tested, scaling as E1.5  0.05. Similar re-
sults were found for the other scintillators. However, care should be
takenwhen analysing lower energies (<1MeV)where the scaling is
less clear.
Figure 5. Response of an image plate to protons (a) and C6þ(b) (The vertical line at 2.11 MeV in (a) separates energy regions according to the ﬁtting function (solid line) that was
used). The IP-type used for (a) is a Fujiﬁlm BAS-TR with read-out by a Fujiﬁlm BAS 1800 II. (Without protective layer w10 mm thick; thickness sufﬁcient to stop carbon ions with
w800 keV/amu).
Figure 6. (Left) Schematic for a three colour proton beam spatial proﬁler. Higher energy protons are stopped in the shorter wavelength scintillators located further downstream in
the stack. The combined optical signal is collected and relayed to a CCD camera via a ﬁbre optic bundle. (Right) Proton (half) beam proﬁle for two energy windows for a 100 nm Al
target irradiated at w5  1020 W/cm2 with high contrast (>109).
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Extensive work is still required to fully characterise the range of
plastic scintillators currently available. More recently, detectors
consisting of stacked BC418 sheets were tested where a spatial
resolution of about 1.3 mm and spectral resolution near 1.5 MeV
were demonstrated [39]. In addition to extending the existing
response to higher energies and heavier ions, the full dynamic
range and spatial resolution of each scintillator need to be
measured. While our initial tests suggest that light output scales
linearly with proton ﬂux, very high ﬂuxes can lead to saturation and
ultimately permanent damage. All of these issues must be
addressed to clearly deﬁne the optimal operating parameters for a
scintillator-based ion beam proﬁler.
Pixel detectors
Besides optical applications, pixel detectors are also widely used
for X-ray and particle detection with sub-mm resolution. The
principle of particle detection in a semiconductor detector is charge
generation in the interaction between the incident particle and the
sensitive detector volume [40]. The term pixel detector is used for a
variety of different detectors, both monolithic and hybrid devices.
The charge coupled device (CCD) [41] is the most common type of
monolithic detector. Signal transfer to read-out electronics for
further processing is accomplished by shifting the integrated
charge, which is proportional to the deposited energy, from pixel to
pixel. At the end of these shift registers, which use clocking fre-
quencies of several MHz, the signal is ampliﬁed in a single read-out
node. Active pixel sensors, manufactured in a standard CMOS
process where a ﬁrst ampliﬁer stage is already integrated into each
pixel, achieve higher clocking frequencies and are even more ra-
diation tolerant than CCD detectors.
There are high demands on the accuracy of biomedical beam
monitors, typically better than 95%. A typical treatment fraction,
consisting of 107e109 particles/cm2, delivered in a few hundred ms
in present proton therapy, could be supplied from a single laser
shot, where the bunch duration is of nanosecond order. Therefore,
for laser-driven accelerators, dose rates can be several orders of
magnitude higher than those conventionally used today [42]. This
can be problematic for detectors typically used in particle therapy
such as multiwire ionisation chambers. The pixilated detector
advantage is attributed to the large number of small single pixels,
where, each represents a small diode detector. This reduces the
number of particles per pixel to a level that is within its dynamic
range, and affords measurement of a 2D ﬂuence distribution with
high spatial resolution. First tests of commercial CCD-based pixel
detector, conducted at a conventional electrostatic accelerator us-
ing 10 and 20 MeV proton beams (dc, pulsed and single ions), show
good linearity between integrated detector signal level and particle
ﬂuence, and also sufﬁcient dynamic range for this application.
Single ion detection is likewise possible for detection of up to
107 protons/cm2 (shown at proton energy of 20 MeV [43]). Similar
results were obtained for a CMOS photodiode array that was tested
on equal terms [43].
Charge-injection devices (CID) have been used for charged
particle detection in inertial-conﬁnement fusion experiments,
where particles are emitted within time structures similar to those
for laser-accelerated ions [44]. However, these experiments were
accomplished at ﬂux levels several orders of magnitude lower than
those expected for laser-driven bunches. A sufﬁcient saturation
level of CIDs for intense laser-driven particle pulses thus needs to
be demonstrated even if their radiation hardness would be bene-
ﬁcial for this kind of application. Nevertheless, more studies with
laser-driven ion beams are required, investigating the shot-to-shot
response as well as performance in the electro-magnetic pulse
(EMP) noise environment of a pulsed laser.
Micro-channel plates (MCP)
A micro-channel plate (MCP) is a high resolution, spatially
resolved, high gain electron multiplier [45,46]. The electron
multiplication can span over several decades, which makes this
detector type suitable for low intensity signals. MCP based ampli-
ﬁers give a prompt response, (ﬂuorescence time of order several
nanoseconds) and can be used with either a continuous or pulsed
(gated) biasing.
An MCP (Fig. 9) is a matrix of thin (4e25 microns in diameter)
glass capillaries fused together and sliced into thin plates with
typical thicknesses from a few hundred microns to one millimeter.
Each capillary in the plate is an independent electron multiplier. A
primary particle or photon impacting a channel wall generates
secondary electrons. While drifting in an electric ﬁeld applied
Figure 7. Emission spectra for EJ-260, EJ-264, BC-408 and BC-422Q organic
scintillators.
Figure 8. Scintillator response as a function of proton energy for BC-422Q.
Figure 9. Schematic layout of an MCP Chevron stack, with two microchannel plates
and a phosphor screen. Voltage signs and values might vary according to the chosen
conﬁguration, the phosphor type, the plate thickness and channel angle.
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between front and back sides the number of secondary electrons is
ampliﬁed in subsequent collisions with the channel wall. The ﬁnal
electron charge distribution exiting the output surface drifts to a
phosphor screen, where electrons are converted into photons that
are collected by a camera system. The overall ampliﬁcation in a
single channel of one plate can be as high as 104 and varies with the
thickness of the plate, the angle between the channel axis and MCP
surface (typically 4e12), the value of the drift electric ﬁeld and
the channel coating material. Multiple MCPs can be stacked
together to increase the total ampliﬁcation to near 107 (such as the
Chevron stack in Fig. 9). The spatial resolution of a single plate is
approximately equal to the capillary diameter. A second plate and
drift distance between it and the phosphor screen introduce reso-
lution losses (in a Chevron stack) An MCP is sensitive to ionising
radiation (UV photons, electrons, ions and neutrons) which can be a
problem with ion detection in laser ion acceleration experiments
where an abundance of photons and electrons can saturate the
detector. A magnetic spectrometer or Thomson parabola can be
used to distinguish the desired ion signal from unwanted signals
(Section 4).
Ion counting with an MCP requires adequate calibration. Many
parameters, such as those typically produced in laser-driven ac-
celerators, are known to affect the overall conversion efﬁciency (in
photons per MeV per nucleon) for different ion species having a
broad continuous spectrum. Calibration measurements can be
performed with standard ion accelerators or in-situ in a laser-
acceleration experiment, using a single shot comparison of the
MCP signal with that from a known calibrated detector (such as
CR39) [47].
To calibrate a MCP-based detector in a laser driven ion acceler-
ation experiment a slotted CR-39 detector can be placed in front of
the MCP [47]. The counts per unit energy interval integrated across
the width of the strip on the CCD image and the corresponding
integrated number of protons on the CR-39 were measured. In or-
der to correlate CCD counts to the number of protons, signals from
two consecutive trace sections on the CCD were interpolated and
then compared with the counts of the interleaved section of CR-39.
Similarly, interpolation of two consecutive CR-39 trace sections and
comparison with the interleaving CCD trace section was also done.
In this way the ratio (counts/particle) as a function of proton energy
was obtained. In the same manner the response for C6þ has been
calculated. Figure 10 displays the response for protons up to 3 MeV
and for C6þ ions up to 16 MeV per nucleon.
MCP-based ion detectors offer a very powerful solution for
high sensitivity, real time detection of multiple ion species. The
availability of plates with several centimeter diameters opens
multiple possibilities for detecting and imaging the laser produced
beams. Whenever multiple species are present in the analysed
beam, the use of ad-hoc dispersion and selection devices (such as
Thomson parabolas) is mandatory. More complicated solutions (see
for example [46]) more fully exploit the surface of the detector
plate for a deeper insight of the interaction products.
Magnetic spectrometry and RCF comparison
Thomson spectrometer
Spectroscopic diagnosis of lasereplasmas is well-established.
The mass-spectrometer invented by J. J. Thomson in 1911 [48],
has beenwidely used for analysing charged particles accelerated in
laser plasma interactions. It simultaneously provides the distribu-
tion of accelerated particles as a function of their energy, mo-
mentum, and charge-to-mass ratio. The operation principle of the
Thomson parabola spectrometer, which consists of the entrance
pinhole, parallel electric (E) and magnetic (B) ﬁelds and a detector,
is schematically shown in Fig. 11. In the small deﬂection approxi-
mation, the coordinates of the deﬂected charged particle with a
given charge-to-mass ratio (Z/M,M ¼ Amp the ion mass, A the mass
number and mp the proton mass), passing through homogeneous
electric and magnetic ﬁelds, on the detector plane located at a
distance D are:
x ¼ Ze E
Ei
lD
2
(4.1)
y ¼ Ze Bﬃﬃﬃﬃﬃﬃﬃﬃ
MEi
p lDﬃﬃﬃ
2
p (4.2)
where Ei is the charged particle energy, l and D are the length of the
electric and magnetic plates and its distance from the detector
respectively (see Fig. 11a).
Ions with the same charge-to-mass ratio, Z/M will trace the
same parabola in the detection plane. The position of the particles
along the trace depends on their energy, with higher energy par-
ticles closer to the so-called zero point. This is an origin point where
the line joining the source and the spectrometer’s entrance in-
tercepts the detector plane, and where neutral particles and pho-
tons from the source would hit the detector. Equations (4.1) and
(4.2) can be used to describe key spectral characteristics such as
momentum per unit charge (with B and y1 dependence), kinetic
energy per unit charge (with E and x1 dependence), ion velocity
Figure 10. MCP detection efﬁciency measured with a laser-based particle accelerator; (a) protons; (b) C6þ ions.
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(with E, B1, x1 and y dependence), and the charge-to-mass ratio
(with E, B2, x1 and y2 dependence).
Resolution along x and y axes depends mainly on the beam
diameter set by the pinhole. Beam diameter places restrictions on
the spectrometer capability to differentiate ion species and charge
states. Spectrometer resolution depends inversely on the parabola
width, d. Taking into account the laminarity of a laser-accelerated
ion beam and the setup geometry, the width of the parabola is:
d ¼ d (l1 þ l2)/l1, where d is the pinhole diameter, l1 and l2 are the
source-pinhole and pinhole-detector distances correspondingly.
Additional precautions are necessary for measuring ion beams
produced from lasereplasma interactions. First, the entrance
pinhole of diameter, d, can extract the hot electrons from the ion
beam if it is smaller than the hot electron Debye radius
rD ¼ ðkTe=4pnee2Þ1=2z7:43 102T1=2e n1=2e (cm), (Te is the elec-
tron temperature (eV) and ne is the electron concentration (cm
3)).
For example, for d ¼ 200 mm, electrons with a temperature above
Te > 7.24  1010niZ (eV) can be efﬁciently cut off, if the ion density
is about ni  1010 cm3. Hence, due to partly removed electrons
from the ion beam the former charge neutralised beam experiences
a positive charge beyond the pinhole, which can cause ion beam
broadening with a radius r in the spectrometer during their prop-
agation along the electric and magnetic ﬁeld lengths, l. Broadening
can be calculated as follows [49]
Dr
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with Ij as jth ion current density (A/cm
2). If the ion density is high
(>1010 cm3) then the created volume charge can expand the
beam.
Second, to prevent recombination of the ions on the way to the
detector the pressure in the interaction chamber and spectrometers
must not exceed about105 mbar. Third, the fringe E and B ﬁelds in
the spectrometer must be minimised. If spatial precautions have
not been taken to adequately localise electric and the magnetic
ﬁelds the ﬁeld homogeneity can be compromised. However, to
estimate the effective electric and magnetic ﬁelds all ion traces
must be ﬁtted such that they obey the same energy dispersion
relation in the spectrometer. The E and B relations in the quadratic
term of the parabolic traces can be used to determine the acting
effective magnetic ﬁeld if the electric ﬁeld is known with good
accuracy.
The spectrometer becomes uniquely valuable for quantitative
analysis of laser-accelerated particles if detectors with single par-
ticle sensitivity are used, such as an absolutely calibrated
multichannel-plate (MCP) coupled to a phosphor screen (see Sec-
tion 3.3). If this is imaged onto a CCD camera chip, a relation can be
established between registered counts on the camera image and
the impact of a single ion onto the MCP. This affords parameter
measurement of ion yields from a single laser shot with high dy-
namic range as well as spatial and spectral resolution. Such capa-
bility would be highly beneﬁcial for understanding relevant plasma
dynamics and particle acceleration mechanisms. Although stan-
dard Thomson spectrometers are very useful, in recent years
several modiﬁcations have been introduced to allow a more
comprehensive analysis of the ion acceleration phenomena. The
construction of a Thomson spectrometer which employs micro-
channel-plate (MCP) detection (with single particle sensitivity)
enables: temporally gated [47] and spatially resolved [50] detection
of accelerated ions (at the detector plane); the simultaneous
measurement of ion and electron spectra along the same obser-
vation direction [51]; precise measurement of the proton/ion tra-
jectories and its applicability for proton deﬂectometry [52,53] and
tomography of the ion source [54,55]. A Thomson spectrometer
that combinesMCP detectionwith a tunablemagnetic ﬁeld has also
been developed [56]. Additionally, complementary ion and XUV
spectrometers for lasereplasma diagnosis have been developed
[57] for qualitative analysis of the ion emission and XUV spectra
which can provide detailed information about the plasma condi-
tions, and possible correlations between the energetic proton
emission and the XUV plasma emission.
These charged particle diagnostics are not mutually exclusive
and are often ﬁelded simultaneously along different observation
lines. They allow one to conduct more thorough research of rele-
vant processes for a single laser shot. Simultaneous measurement
of plasma parameters attributed to laser irradiation from a single
pulse is an important requirement for observing the shot-to-shot
ﬂuctuations.
Comparison with radiochromic ﬁlm (RCF) detection
Spectral measurements performed with RCF stacks and the
magnetic spectrometer (MS) can be complementary. With a known
calibration, radiochromic ﬁlm data from a stacked conﬁguration
can be deconvolved to determine the deposited proton energy for
Figure 11. Operation principle of the Thomson parabola spectrometer. a) Schematic of the experimental set-up where laser accelerated charge particle beams form by the entrance
pinhole of the spectrometer passing through parallel electric and magnetic ﬁelds and tracing parabolas in the detection plane for the ions with equal Z/M ratios. b) Thomson
parabolas of C-ions and protons, and their intersection with a constant velocity line, a constant energy per charge line and constant momentum per charge line.
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each ﬁlm. With a ﬁtting procedure, the incident proton spectrum
can be deduced. This has been discussed in more detail in Section
2.1.1. However, unlike the MS, the RCF technique measures the
whole beam angular distribution with a coarse energy resolution.
Therefore only the RCF inferred spectrum is used to extract the total
energy in the proton beam and the energy conversion efﬁciency for
proton acceleration (laser pulse energy to full spectrum proton
energy).
Radiochromic ﬁlm reveals that proton beam divergence follows
a universal curve [58,59] when scaled to the beam maximum en-
ergy (see Fig. 12). This is because the relative spatial shape of the
electron sheath that accelerates the proton beam is always the
same in the frame of the TNSA acceleration [60,61].
In contrast to the discrete coarse results from an RCF stack, the
energy spectrum measured with the MS is continuous. An MS
provides information only at a particular angle (with an insigniﬁ-
cant angular spread) that is set by spectrometer alignment relative
to the ion source (laser target) making it therefore much more
alignment sensitive than an RCF stack. Misalignment can mean
missing the high energy region of the spectrum which can be
preferentially directed orthogonal to the rear surface of the laser
target with a minimum divergence. If the aperture of the spec-
trometer is well centered on the axis of the proton beam (nearly
normal to the target rear surface), the spectra measured by the RCF
stack and the MS (in units of 1/(MeV*str)) can agree relatively well.
In order to measure the two spectra simultaneously, the on-axis
component of proton beam can reach the MS through an aper-
ture at center of the RCF stack.
Diagnostics correlated to the proton bunch e noninvasive
laser technique to determine characteristics of hot electrons
that accelerate the ion beam
To understand the underlying ion acceleration mechanisms, it is
essential to accurately characterise the resulting proton beam and
the hot electrons generated at the acceleration source. The mea-
surements desired are their spectrum, characterised mainly by
their mean energy or “temperature” (usually a quasi-Maxwellian
distribution), and their number or density at the target rear sur-
face (acceleration location).
One way to retrieve the sheath temperature of the electrons
which accelerate protons along the normal axis is to consider the
slope of the proton spectrum. A ﬁt to this slope estimates the sheath
temperature. This ﬁt also gives the total hot electron numberwithin
the sheath Nhot [62] which contributes to proton acceleration. This
is obtained from the model of P. Mora [63,64] where the proton
spectrum is expressed as:
dN
dε
¼ 1:3NHotcs
c
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2εTHot
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Therefore the proton spectrum is adequate for extracting the
electron temperature (which is time-integrated over the proton
acceleration time sacc). However, RCF data is needed to measure the
total number of electrons which contribute to proton acceleration.
An example of THot ¼ 0.83 MeV (electron sheath temperature)
retrieved this way is shown in Fig. 13b. The 1D ﬁt assumes a ho-
mogeneous electron population over the sheath.
It is useful to compare this deduced THotwith results using other
ways. A measurement using direct electron spectrometry per-
formed with the same laser conditions and using the same target is
shown in Fig. 13a. The spectrum exhibits two temperatures, (typical
for such experiments conducted at the fundamental frequency and
for which a preplasma exists at the target front surface). The very
high temperature component could be associated with electrons
accelerated in the large preplasma, at low numbers but high en-
ergies. The lower temperature component is 0.76 MeV which is in
relatively good agreement with the temperature deduced above
from the proton spectrum.
A third technique that can be used to measure the electron
temperature senses the plasma expansion induced by the hot
electrons locally at the target rear surface [65]. Time and space
resolved interferometry (TASRI) enables the retrieval of electron
dynamics at the laseresolid interface with mean energies in the
MeV range. The diagnostic detects the rear surface expansion of a
solid target using a single chirped IR probe pulse that is reﬂected
from the rear surface of the target. Its principle is illustrated in
Fig. 14, in which strongly expanding regions of the target (e.g. on
the laser axis) induce a strong phase shift in the probe pulse while
the more slowly expanding regions (on the sides) induce little ef-
fect on the probe pulse. The pulse proﬁle provides spatially resolved
phase shift information. To get temporal resolution (as the phase
evolves quickly in time), we use a chirped probe pulse where time
is correlated to the instantaneous spectrum. The ﬁnal CCD detector
provides a 2D display of phase information where one axis is
correlated to time (i.e. the spectrum) and the other axis is corre-
lated to space. The spatial resolution is determined by character-
istics of the optical system and is typically a few microns.
Using a probe pulse that was chirped linearly to about 30 ps
(FWHM), we obtain temporal resolution of w4 ps [65]. Figure 14b
plots the dephasing velocity (the temporal derivative of the
measured phase) at three radii, r ¼ 0 (center of the irradiation zone
by the probe pulse), 45 and 75 mm that are taken from a phase map
recorded at the rear target surface (the time origin corresponds to
w1.6  1 ps after the arrival of the peak of the main laser beam on
target). Fitting the experimental dephasing velocities with those
obtained numerically using an adiabatic expansion code [66], and
two electron populations to drive the target expansion, one having
a high mean energy but a low density (hot electrons) and the other
of low mean energy at solid density (bulk electrons), we ﬁnd that
the dephasing velocities correspond to a hot electron density
ranging from 4  1019 cm3 at r ¼ 0 to 2  1019 cm3 at the 75 mm
radius. The best ﬁts for each radius have been obtained with a hot
electron temperature of 0.85 MeV. Electrons are diluted within the
target due to the ballistic spray which justiﬁes the electron density
changes in radial direction. The retrieved hot electron temperature
is in good agreement with the values obtained above, either by
ﬁtting the proton spectrum or the direct measurement of the
escaped electron spectrum.
Figure 12. Compiled measurement of proton beam divergence obtained from several
laser facilities (see text for references).
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Diagnostics using nuclear activation
The acceleration of electrons, protons and heavier ions to tens of
MeV energies in intense laserematter interactions can induce nu-
clear reactions, both in the primary laser-irradiated target and in
secondary activation samples. Thus nuclear activation can be used
to diagnose properties of accelerated particle beams, as well as
secondary energetic neutrons and Bremsstrahlung radiation. Pro-
tons and heavier ions with energies in the range of nuclear giant
dipole resonances (a few to several tens of MeV) can induce re-
actions such as proton-induced emission of nucleons. Higher en-
ergy protons, (of order hundreds of MeV) can induce ﬁssion and
spallation reactions. The low energy threshold for a given reaction
is known as its activation energy.
Since the ﬁrst experiments on proton and ion acceleration using
short pulse high intensity lasers, nuclear activation diagnostics
have been used to characterise the ﬂux and spectral distributions of
these beams [67e73]. This has generally involved well known re-
actions for proton-induced emission of nucleons or gamma radia-
tion [67e70] and heavier ion-induced direct and compound
nucleus reactions [70e73]. One or more well-known reactions are
selected for measurement in a secondary sample positioned in the
ion beam. A number of factors inﬂuence the reactions selected,
including: (1) the activation energy; (2) knowledge of the cross
section energy dependence; (3) the half-life of the decay product;
and, (4) the availability of a sample with an appropriately high
density of the stable parent nucleus.
Most of the selected reactions involve excitation of giant reso-
nances which usually occur between a few and a few tens of MeV
energy. The incident proton or heavier ion must be energetic
enough to overcome the binding energy of the nucleon. The
emission of a single neutron, for example, typically requires about
4e6 MeV. The most widely used reaction is the (p,n) activation of
63Cu, which has a threshold energy of 4.15MeV (for proton energies
above 60 MeV other reaction cross sections also become signiﬁ-
cant). This results in the production of 63Zn, which decays by
positron emission. The 511 keV signature photons of positron
annihilation are quantiﬁed using two NaI detectors operated in
coincidence. High resolution Ge-crystal gamma-ray spectrometers
are also used to measure signature gamma-rays from the radioac-
tive decay of product nuclei. Thus the activity induced by protons
within a given energy slice of the proton beam can be measured. By
using stacked foils, the activation induced by protons over a wide
range of energies can be determined. The spectral range covered
depends on the stack thickness.
The number of reactions, N, induced by protons is:
N ¼ N0
ZN
Ethres
sðEÞnpðEÞdE (6.1)
where N0 is the total number of irradiated nuclei in the secondary
sample, Ethres is the threshold energy of the reaction, s(E) is the
energy dependant reaction cross section and np(E) is the incident
proton energy distribution per unit area. By quantifying the num-
ber of reactions induced (considering the correction for decay time
from the laser shot to the measurement), known s(E) and proton-
stopping data enable determination of the proton energy spec-
trum. The lower energy limit is the activation energy (i.e. 4.15 MeV
for 63Cu(p,n)63Zn) and the upper limit is set by the number of
induced reactions and the sensitivity of the detector.
Another technique uses a single foil and measurement of
signature gamma rays from a range of decay products produced by
multiple proton-induced reactions [68]. This may include the
emission of different nucleons or multiple nucleons from the target
Figure 14. (a) schematic of the TASRI diagnostic (see text for details), (b) analysis of TASRI data for a shot performed with the same experimental conditions as the shots shown in
Fig. 16.
Figure 13. (a) electron spectra recorded after irradiation of a 9 mm thick aluminium target by aw5  1019 W/cm2 intense laser at the fundamental wavelength (1 mm). Note that two
shots taken in the same conditions are overlaid. (b) Proton spectra obtained from the same two shots as in (a).
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nuclei. The use of the same reaction of different naturally occurring
isotopes (e.g. 65Cu and 63Cu) has also been demonstrated [68].
Furthermore, to characterise laser-produced particle and high-
energy photon beams a nuclear pyrometry method based on nu-
clear activations has been developed [74]. The main component is a
high-density target composed of several selected isotopes of
different nuclear reaction thresholds. The decay spectrum of the
activated target isotopes is measured using gamma spectroscopy.
The use of the composite targets as well as an adequate analysis
procedure which is described in Ref. [74] enables reconstruction of
the initial particle spectra without anticipated ﬁt procedures.
There is a wide variety of materials with isotope production
cross-sections that can be used for this kind of beam monitoring.
Examples include Ti and Cd as well as the Cu isotopes mentioned
previously. The relevant details of some of these materials are
shown in Table 2, some of which may become more relevant as the
proton energies produced by laser sources increase. Studies have
been made of the induced activation and the accuracy with which
partial cross-sections are reproduced in radiation transport codes
such as FLUKA [68]. Here it was found that the reactions with ti-
tanium and cadmium were modelled sufﬁciently well in FLUKA to
produce accurate results of beam intensity for proton energies
exceeding the reaction energy thresholds. For the Cu þ p reaction
the results are in good agreement if the beam energy exceeds
w14 MeV. Until now FLUKA was unable to correctly calculate the
useful cross section for lower proton energies.
Activation techniques have also been developed to characterise
the properties of heavier ion beams produced by the same laser-
acceleration mechanism [67,71,72]. Due to their much shorter
range, heavier ions can stop in the ﬁrst activation foil so the energy
spectrum cannot easily be determined with a stacked foil
arrangement. Insteadmultiple reaction channels in the same target
foil have been used. The relevant reaction processes depend on the
incident ion energy. However, ions will typically fuse with the
nuclei in the secondary target, forming highly excited compound
nuclei, which evaporate protons, neutrons and alpha particles [71].
A technique involving measurement of a range of different fusion-
evaporation channels was developed to measure the energy spec-
trum of 56Fe ions in Ref. [67]. The spectrum extraction technique is
similar to that described above for protons.
There are advantages to using a nuclear activation ion diag-
nostic. It can be used for single-shot, energy resolved measure-
ments of ion ﬂux over a large solid angle, i.e. the full beam. Thus the
angularly resolved energy spectrum and intensity variations within
the proton beam can be measured. Importantly, these measure-
ments can be made over a very large dynamic range. Proton ﬂux
measurements have been made over 6 orders of magnitude, as
demonstrated in Fig. 15 [70]. Thus activation of stacked foils can
provide the same spectral and spatial intensity beam measure-
ments as stacked dosimetry ﬁlm (or CR39), over a dynamic range
that is comparable or larger. The main drawback of a nuclear acti-
vation diagnostic is that the activated sample must typically be
removed from the interaction chamber for off-line analysis. This
involves special handling procedures for activated samples and
typically long counting times. The use of nuclear detectors posi-
tioned inside the target vacuum chamber has been demonstrated
[69] which extends the use of nuclear activation diagnostics to
reactions with short-lived products.
Another development in nuclear diagnostics is the more so-
phisticated portable 32 NaI detector integrated acquisition system
named NATALIE (Nuclear Activation Technique for Analysis of Laser
Induced Energetic particles) by F. Hannachi et al. [75]. This
approach enables simultaneous measurements of the positron-
emission activation in each of the stacked copper foils, which
speeds up the characterisation of laser produced energetic particle
beams compared to the use of a single NaI coincidence counting
detector system.
As discussed in Section 2, the technique of radiochromic ﬁlm
imaging spectroscopy (RIS) (see for example Ref. [8]) enables
measurement of spatial and spectral proﬁles of the proton beam for
a single laser shot. Although this technique is widely used,
dosimetry ﬁlm becomes saturated with high particle ﬂuxes. Mea-
surement of the spatial-intensity distribution of activated nuclei in
secondary samples provides an alternative approach which does
not saturate at the high ﬂuxes where dosimetry ﬁlm saturates. The
nuclear activated imaging spectroscopy (NAIS) diagnostic is based
on the nuclear activation of stacked copper foils. The reconstruction
of the spectrally and spatially resolved beam proﬁles is performed
via an autoradiography of activated copper foils using imaging plate
(IP) detectors (see Fig. 16). The energy and spatial resolutions of the
proton beam using NAIS are comparable to the resolution of the
beam characterisation using the RIS technique.
Table 2
Examples of reactions that may be used to monitor laser driven ion beams. Using the listed information and the reaction cross-sections (depending on the beam energy) it is
possible to calculate the number of particles in the beam and to determine their energy.
Initial
reaction
First daughter
useful reaction
Final daughter
useful reaction
Energy
threshold
Energy of the
useful gamma
Half life of the
useful gamma
Emission probability
of the useful gamma
63Cu þ p 63Zn þ n 63Cu þ g 4.15 MeV 669 keV 38.47 min 8%
110Cd þ p 109In þ 2n 109Cd þ g 12.72 MeV 203 keV 4.17 h 73.5%
48Ti þ p 44Sc þ n þ a 44Ca þ g 13.88 MeV 1157 keV 3.97 h 99.9%
63Cu þ a 66Ga þ n 66Zn þ g 7.5 MeV 1039 keV 9.49 h 36.9%
Figure 15. Example proton spectra, diagnosed using (p,n) reactions in copper, at the
front and rear of a thin aluminium target foil irradiated by a high intensity picosecond
laser pulse. Proton ﬂux measurements spanning over six orders of magnitude are
demonstrated. The arrangement is shown schematically in the inset.
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Targetry instrumentation for laser-accelerated ion sources
Unique features of targetry instrumentation
The word “instrumentation” has speciﬁc meanings within
‘Targetry’ which are different from the meanings within Diagnostics.
The ﬁrst relevant meaning is equipment to “characterise” (or
sometimes “metrologise”) microtargets and their positioning. More
precisely “characterisation” refers to the measurement of the phys-
ical properties of microtargets which can, for example, include
chemical composition. The word “metrologise” is also used in this
sense although preferably it is used to refer only to the physical form,
of targets (shapes and sizes). Included within this sense is also
equipment to measure target positioning (linear and angular) in an
interaction environment. A second meaning of “instrumentation”
relevant to Targetry is only recently becoming apparent which is
equipment for monitoring a stream of targets delivered for extended
periods in a high repetition-rate environment. This second sense is
the same as that for high throughput manufacturing environments
where (economically) efﬁcient systems or plant operation is para-
mount, typically underpinned by optimisation considerations, such
as lean six-sigma processes. Because there is not much experience
with such systems being driven by high repetition-rate, high power
lasers instrumentation challenges will need to be addressed when
they come on line over the next few years.
Early experience at the Central Laser Facility of the Rutherford
Appleton Laboratory ﬁelding high repetition-rate experiments on
the GEMINI laser [76] and work on the HiPER [77] and LIBRA pro-
jects [78] has given valuable practical insight into several important
microtargetry issues. Some of the main observations are summar-
ised in the following sections. Perhaps the most important lesson is
the necessity to integrate microtarget production solutions with
ﬁnal microtarget positioning solutions.
Microtarget production for repetition-rated operation
Several techniques are well established for high repetition-rate
targetry such as gas jets, tape drives and droplet generators.
However, the techniques have (differing) limitations, most notably
target geometry and complexity. Sophisticated 2D and 3D targets
have been requested for high repetition-rate experiments. To un-
derstand the instrumentation required for microtarget characteri-
sation it is appropriate to brieﬂy outline some of the most common
production techniques.
Thin and ultrathin foils can be coated onto substrates treated
with releasing agents. Such foils can be ﬂoated off onto a water
surface and subsequently lifted from the water onto a suitable
mount, typically having through holes. Mounts enabling
simultaneous mounting over an array (for example 5  5) of holes
yielding multiple thin ﬁlm targets have been developed. A chal-
lenge with these techniques is to ensure that the foils are sufﬁ-
ciently ﬂat. Complex multilayer foil target arrays have been
similarly prepared. Ultrathin foils (thinner than 50 nm) in a range of
materials (with the thinnest, although not in arrays, of 2.5 nm
carbon) have also been produced [79].
Using ultra high precision micromachining like CNC milling it is
possible to produce high aspect ratio 3D microparts with submi-
cron accuracy. This technique has been developed at RAL to pro-
duce microparts (for example halfraums) in high yield batches.
A series of 2D and 2 1/2D microtargets have been fabricated at
RAL using wafer-based MEMS techniques. A good example of 2D
microtargets is the silicon nitride membrane targets used at RAL by
Strangio et al., in 2006 [80] (see Fig. 17). Although initially expen-
sive MEMS manufacturing does uniquely enable production of
(large numbers of) microtargets or microcomponents. Additionally,
if large numbers are required then signiﬁcant cost savings have
been demonstrated.
High repetition rate microtarget placement in vacuum chamber
High accuracy microtarget placement at high repetition-rates has
become a signiﬁcant technical challenge. Target wheels have been
used in many facilities but have signiﬁcant limitations if several tens
of shots are required without breaking vacuum. In a joint collabo-
ration between General Atomics and the CLF an Inserter systemwas
developed to meet this requirement. The system comprises a linear
arm equipped with grippers that can pick up targets mounted on
specialised carriers and then place them on a hexapod (for accurate
positioning) in the interaction chamber. Positional accuracies of a
few microns can be achieved. Target carriers are individually iden-
tiﬁed using a machine readable (2D) bar code.
Devices like this allow multiple targets to be accurately posi-
tioned for shooting in a (near) continuous operation. Future pro-
jects, such as HiPER, will likely require development of high
accuracy injector technology inwhich (cryogenic) microtargets will
be injected and positioned in an interaction chamber without
mechanical support.
Established microtarget characterisation techniques and quality
assurance
Historically a complimentary range of characterisation equip-
ment is used in Targetry andwhich has developedwithout the need
Figure 16. Autoradiography of activated copper foils using imaging plate (IP) de-
tectors. The foils were activated by proton-induced nuclear reactions. The picture
shows the beam proﬁle at several proton energies. The proton beamwas produced by a
relativistic laserematter interaction using a rear side micro-structured thin gold target.
The autoradiography shows the imprint of the target micro-structure. This demon-
strates the capability of NAIS to characterise laser accelerated proton beams.
Figure 17. Microtarget example consisting of a 32 micron diameter, 40 nm thick silicon
nitride membrane, fabricated at RAL using wafer-based MEMS techniques.
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for high throughput or rapid data collection. It is noteworthy that a
large portion of characterisation time (easily over half) is spent
during the development of production processes and for many,
especially novel, target types relatively little time is required for
quality assurance on ﬁnished product, not least due to a quality
“gating” process throughout individual target production. Typical
characterisation processes include; high resolution optical micro-
scopy, tactile thin ﬁlmmeasurement, scanning electronmicroscopy
and white light interferometry. For more accurate measurements,
for example sphere mapping, atomic force microscopy is used.
Several methods of automated metrology (amenable to
repetition-rated operation) exist in various sectors of industry, for
example automated CMMs (coordinate measuring machines).
Some of the methods have been directly applied to mass-produced
microtarget component metrology. Particular challenges have
arisen for 3D microtargets and this may require the introduction of
automation to techniques like confocal microscopy. One possibility
is to store the information as a 3D spatial image (for example). This
creates a large amount of metrology data (of the order of 1 GB per
target) but there are signiﬁcant advantages from reducing the
amount of non-automated metrology and from introducing the
possibility of post-hoc characterisation. A sophisticated data man-
agement system has been developed to record the characterisation
data for each individual target and to synchronise it with individual
shot data. Such high levels of individual target data control are
highly amenable to quality management systems and several
microtarget fabrication facilities have already introduced ISO9001,
which would be an obvious international standard to use.
High repetition rate logistics and methodology for targetry
Target production and placement may become a limiting factor
in future high repetition-rate experiments. Accurate insertion/in-
jection of targets is a signiﬁcant challenge and the solutions are
intimately related to microtarget design and production. Also
insertion mechanisms introduce further experimental complexity
(and possibly extra characterisation). Due to microtarget produc-
tion times (i) there can be a signiﬁcant number of unshot targets
following a high repetition rate experiment if it does not run
smoothly and (ii) the ability to implement target modiﬁcations in
response to ongoing experimental data is signiﬁcantly reduced.
Large amounts of metrology data are produced which needs careful
control, especially in synchronising with other (shot and experi-
mental diagnostic) data streams. To enable targetry activities new
production and characterisation techniques will be required. There
is a clear necessity for early and detailed planning of targetry.
Conclusion
We have described some novel and some established instru-
mentation techniques for laser-accelerated proton (ion) beams.
Evenwith established diagnostics investigations of new details and
comparisons continue. A good example is dynamic range
enhancement with radiochromic ﬁlm (RCF) afforded by multi-
channel (multi-colour) post-processing. Ideally, accelerator
instrumentation that characterises and controls machine perfor-
mance should be robust, based on a single pulse (and a single
bunch) and noninvasive with prompt readout that provides
adequate single bunch resolutions. Furthermore, for performance
optimisation, it will be essential to uniquely correlate, for a single
laser pulse and the speciﬁc particle bunch it generates, laser pulse,
lasereplasma and particle bunch diagnostics at an operating
repetition-rate. Novel instrumentation can address these ideal
features. The use of inline multiple scintillators to promptly mea-
sure transverse beam proﬁles with energy resolution for a single
bunch is a typical example. Another example is the demonstration
of time and space-resolved interferometry (TASRI) which measures
noninvasively the single shot details of electron dynamics to
determine hot electron density and temperature at the target rear
surface. These features can be uniquely correlated to properties of
the driving laser pulse and the associated proton bunch.
Noteworthy are unique instrumentation requirements for
targetry. Precise repetition-rated operation for solid targets re-
mains a key issue for integrated laser-driven ion accelerator sys-
tems. We anticipate stringent requirements for rapid motion and
precise positioning in addition to diagnostics to characterise the
pre-irradiated target and the hosted laser-induced plasma. Inte-
gration of methodologies and metrologies for target production
and micro-positioning is anticipated for ILDIAS development. In
general, laser-acceleration of protons (ions) can bring unique bunch
features (such as high peak current) and machine performance
requirements (such as control of beam steering and bunch charge
for a given energy). Continued advancement of new instrumenta-
tion technologies will be critical.
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